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Simple & Easy Operation
  Excellent Image Quality

Veterinary X-ray System
VXR Series
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Speci�cations and features are subject to change without notice.
All changes will be in compliance with regulations governing manufacture of medical equipment.

RCT1605-001, R5

1msec ~ 10 secTime Range

0.1 ~ 500mAs

1msec ~ 10 sec

0.1 ~ 500mAsmAs Range

10 to 400mA 10 to 500mA 10 to 400mA 10 to 500mAmA Range

40~125kVp, 1kV step 40~125kVp, 1kV stepkVp Range

110—120, 220—230VAC, 1ø, ±10%(50/60Hz), 3kVA220—230VAC, 1ф, ±10% (50/60Hz)Line Power Rating

40kW32kW 40kW32kWOutput Rating

GXR-32 GXR-40 GXR-C32 GXR-C40Generator Model

VXR-32 VXR-40 VXR-C32 VXR-C40System Model

X-ray Generator

Max. Tube Voltage 125 kV 125 kV 125 kV

Focal Spot Size 1.0 / 2.0 mm 0.6 / 1.2 mm 0.6/1.5 mm

Max. Anode HU 140kHU 150kHU 200 kHU

X-ray Tube Assembly
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Dimension Unit : mm (inch)

Tube Stand & Table

Longitudinal
Tabletop

Movement

Tabletop Size

SID

420 (±210)mm

Transverse
(Optional) 180 (±90)mm

1,400 x 700mm
(W x D)*

220 (±110)mm

1,00 x 700mm
(W x D)

820 (±410)mm

1,800 x 700mm
(W x D)

1,000mm or 1,100mm*

* Standard


