
Veterinary  DR  System
VXR Series

High Reliability Performance
                 & Easy Operation



• Excellent image quality produced by superior image processing algorithm with 16-bit FPD

• Powerful, high-output X-ray generator and quality X-ray tube with small focal size 

• Imaging software with intuitive user interface with touch-screen console 

• Sleek, simple design with two-way or four-way tabletop

• Waterproof carrier for X-ray generator 

• Buckle fastener for animal holding 

VET DR System
High Performance and Reliability

Features 

VET DR System

The VXR series is a digital radiography system with 
high-quality flat panel detectors optimized for veterinary 
clinics. This high-performing DR system is designed to 
provide customers high-quality images and increased work-
flow at a more affordable price, with an intuitive, touch-screen 
control console and convenient user interface. 

The VXR system can be used even in veterinary clinics with 
poor electricity, driven by DRGEM’s universally recognized 
X-ray generators designed to produce high output ratings with 
input power as low as 3kV. Furthermore, DRGEM can provide 
prompt customer service to any globally installed VXR system 
through the remote diagnosis function of its X-ray generators.

For big or small animals, this highly reliable, user-friendly 
system and the wide, dynamic range of the detector will help 
produce high-resolution images, allowing the user to make 
swift, accurate diagnoses.

VXR-Series,  Smart Vet DR  System 



www.drgem.co.kr

Imaging Software with Intuitive Digital Image Processing

• A high-performance imaging workstation and software with an intuitive user 
  nterface and  easy operation.
• Anatomical view-based GUI allows user to easily select the most appropriate
  X-ray exposure parameter for a particular diagnosis. 
• Selectable image processing parameters for maximum image quality 
• DICOM 3.0 networking interface includes Worklist, Print, Store, Query for 
  integration with any PACS or EMR/PMS. 

Flat Panel Detector

Tube Stand & Table

Wireless

14x17inch

Wired

17x17inchImaging Area

X-ray Tube Assembly

Csl / GOSScintillator

Type

Speci�cation

Longitudinal
Tabletop Movement

Tabletop Size

SID

420 (±210)mm

Transverse (Optional) 180 (±90)mm

1,400 x 700mm (W x D)*

220 (±110)mm

1,00 x 700mm (W x D)

820 (±410)mm

1,800 x 700mm (W x D)

1,000mm or 1,100mm*

* Standard

0.6/1.2 mm

125kV

150kHU

1.0/2.0 mm

125kV

140kHU

0.6/1.5 mm

125kV

200kHU

Focal Spot Size

Max. Tube Voltage

Max. Anode HU



RCT1411-001, R6
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X-ray Generator

Dimension

RCT1606-001, R6

Unit : mm (inch)

1msec ~ 10 secTime Range

AcquiDR for VeterinaryDigital Image System

0.1 ~ 500mAs

1msec ~ 10 sec

0.1 ~ 500mAsmAs Range

10 to 400mA 10 to 500mA 10 to 400mA 10 to 500mAmA Range

40~125kVp, 1kV step 40~125kVp, 1kV stepkVp Range

110—120, 220–230VAC, 1ø , 50/60Hz, 3kVA220—230VAC 1ø, ±10%(50/60Hz)Line Power Rating

40kW32kW 40kW32kWOutput Rating

GXR-32 GXR-40 GXR-C32 GXR-C40Generator Model

VXR--32 VXR-40 VXR-C32 VXR-C40System Model


